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Evacuation
Checklist

Do evacuation procedures accurately
reflect and align with the existing fire
alarm system? Do construction workers
know how to respond to alarm signals?

Are fire alarm devices audible above
normal background noise and identifiable
by construction workers on site?

Are provisions made for pm'sonm:l
working alone in isolated areas such as
mechanical/electrical rooms?

Where pn.l:.l:iblc, are at least two escape
routes in different directions provided and
kept clear at all times for construction
workers to use?

Would enclosed escape routes such as
stairwells be compromised by fire and
smoke in surrounding areas?

Are all fire doors kept closed and clear of
obstrucrions?

Are escape routes and emergency exits
clearly marked with signs?

Are lobbies that are equipped with Fire
Fighter elevators kept clear ar all rimes?

Will emergency lighting be operational
during nighrtimc construction?

Is there a method such as a sign-in sheet
for recording the presence of all
construction personnel on the job acall
times?

Has an assembly point been identified
where construction workers can evacuate
to the ourtside?

Have good housckeeping pracrices been
established and maintained throughour
the construction area?
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Equipment
Checklist

[} Fire Extinguishers: Check all che
portable extinguishers throughour the
construction area to ensure they are fully
I'.Ir{..‘SSLlri?:L'd.. [nﬂllnlﬂi Cﬂrmll}', Fl!'.ld not
more than 75 feet away.

D Fire Hose Stations: Check hose stations
daily to confirm tht}* are ﬂlll}' accessible
and clear nf:m}-' obstructions.

(] Emergency Lighting: Check to confirm
that exit fixtures are illuminated at all
times during construction; ensure that
emergency lighting remote lamps are
checked and properly adjusted to provide
light ar exits.

(] Fire Separation Devices: Check fire
LI;!]'_I'_I.P‘I:I'S, ﬁre {_'Iﬂan, L-'I.]'ld ﬁﬂf W':l]ls o
ensure the:r are intace and will prevent the
spread of Ere from construction areas to
other areas that may be occupied by
tenants.

a Sprinkler Protection: Check sprinkler
heads for any obstructions to ensure that
water flow will nor be affected in the
event of firc.

(] Fire Alarm System: Check all manually
operated pull stations and smoke and heat
derecrors to ensure they are not
obstructed and will remain operational at
all times during construction.

(] Fire Hydrants: Check to ensure that
private and/or city hydrants are clear of
any obstructions.

This plan has been prepared by, and reprinted
with the permission of, Firepoint Technologies
Ine. in Brampton, Ontario.
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